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Broadstick Keystone
Jacks
The Broadstick Keystone Jacks provide a high
quality connection for Data Centers telecom
rooms, equipment distribution areas, desk, etc.
This jacks allows easy movements, installations
and changes

All the jacks are easy to install without tools, it
saves money and time on the installation and
MACs.

The jacks are available in black and with, more
colors can be customized.

PART NUMBERS

UTP SHIELDED
CAT5E BSCJ5EU* n/a
CAT6 BSCJC6U* BSCJC6S

CAT6A BSCJ6AU* BSCJ6AS

*Use BL for Black color and WH for White.
More colors can be customized

FEATURES

1. Category 5E,6, 6A jacks, unshielded, shielded de-embedded,resuable
2. Operation temperature:-40°C to 60°C, Relative humidity:85%(30°C), Air pressure:70-106Kpa
3. Intensity of anti-currency:DC 1,000V(AV,700V), no puncture and flash-over phenomenon in one minute
4. For installation in outlets and patch panels
5. Insulated resistance:no less than 1,000M ohm in normal atmosphere pressure
6. RJ45 Jack Insert:Housing-Fireproof PBT UL-94V0
7. Contact-8P8C Berylium bronze with 3 to 50u" gold plated
8. IDC:Body-Fireproof PC/ABS UL-94V0
9. PCB:FR-4/1.6 mm UL-94V0
10. Color Code:T568A/B
11. IDC Terminal:For 22-26AWG Cable

All Broadstick products are tested in fabric.
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